
ACCELERATION

PERFORMANCE TEST - 2 x Volvo Penta D6-440

Revs Knots L/h L/nm

600 4,1 3,7 0,9

1000 6,7 10,1 1,5

1500 9,0 27 3,0

2000 11,2 41,4 3,7

2500 20,8 87,4 4,2

2800 27,3 92,8 3,4

3000 30,4 109,4 3,6

3200 33,2 122,8 3,7

3500 37,7 150,8 4,0

3700 40,5 170,1 4,2

3780 41,6 178,9 4,3

10 Knots 6,0 sec

20 Knots 11,0 sec

30 Knots 17,0 sec

40 Knots 23,0 sec

Weight 12,1 T

Diesel 1130 L

Water

Propeller H7

Crew 3 PAX

TEST BOAT CONDITIONS

The results refer to the test boat only.
Performance may vary due to weather and load conditions.



ACCELERATION

PERFORMANCE TEST - 2 x Volvo Penta D6-480

Revs Knots L/h L/nm

600 4,2 3,2 0,8

1000 4,2 9,8 1,4

1500 9,3 28,0 3,0

2000 11,9 68,5 6,0

2500 20,7 96,0 4,7

2800 27,3 102,0 3,6

3000 30,8 117,0 3,8

3200 33,9 130,0 3,8

3400 37,0 148,5 3,9

3500 38,5 160,0 4,2

3780 42,4 195,5 4,6

10 Knots 4,0 sec

20 Knots 9,3 sec

30 Knots 16,7 sec

40 Knots 29,6 sec

Weight 10,8 T

Diesel 1130 L

Water 200 L

Propeller H6

Crew 4 PAX

TEST BOAT CONDITIONS

The results refer to the test boat only.
Performance may vary due to weather and load conditions.



ACCELERATION

PERFORMANCE TEST - 2 x Mercury V12-600

Revs Knots L/h L/nm

1000 4,7 16,0 3,4

1500 6,6 23,0 3,5

2000 8,2 36,3 4,4

2500 9,3 61,0 6,6

3000 15,6 120,0 7,7

3500 23,5 154,0 6,6

4000 30,0 166,0 5,5

4500 35,1 200,0 5,7

5000 40,1 229,0 5,7

5500 45,0 287,0 6,4

6000 48,2 386,0 8,0

6200 50,5 411,0 8,1

6400 52 422,0 8,1

25 Knots 6,9 sec

35 Knots 11,1 sec

45 Knots 18,9 sec

Weight 11,8 T

Petrol 538 L

Water

Propeller 27,5

Crew 10 PAX

TEST BOAT CONDITIONS

The results refer to the test boat only.
Performance may vary due to weather and load conditions.



ACCELERATION

PERFORMANCE TEST - 3 x Mercury V10-400

Revs Knots L/h L/nm

600 3,7 10,4 2,8

1000 5,5 18,0 3,3

1500 7,6 29,8 3,9

2000 9,1 53,0 5,8

2500 10,3 75,0 7,3

3000 13,3 107,5 8,1

3500 16,3 142,5 8,7

4000 21,8 166,5 7,7

4500 31,0 195,0 6,3

5000 36,0 275,0 7,6

5500 38,5 334,0 8,7

6300 46,9 409,0 8,7

25 Knots 11,0 sec

35 Knots 16,3 sec

45 Knots 30,7 sec

Weight 12,0 T

Petrol 720 L

Water 100 L

Propeller Rev X 21

Crew 2 PAX

TEST BOAT CONDITIONS

The results refer to the test boat only.
Performance may vary due to weather and load conditions.


